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Urgent — Klimer KPM-8 Platform Module (Part 82000) Hazard Advisory Notice

Failure to read, understand and follow this advisory’s requirements and recommendations may
lead to injury or death.

This Hazard Advisory Notice applies to all platform modules 5’ Platform Section (Part # 82000), 30” Half Platform Section
(Part # 82500) manufactured between 2007 and 2012. You received this message as you are recorded as an owner of a Klimer
KPM-8 platform system, and it is important that you are aware of this Notice and act in accordance with the instructions herein.
Should the unit no longer be in your custody, we ask that you to promptly inform us and provide the contact information for
the new owner.

It has come to our attention that fabrication defects were observed in one or more fabrication lots during this time. These
defects may lead to cracks in the welded connections of the platform module over time. Cracks in the welded connections of
the platform will reduce its load capacity and could lead to a catastrophic failure of the platform causing serious injury including
death.

Platform modules of all serial numbers including the following sequences, are subject to this Hazard Advisory Notice. The serial
number is typically a 10-digit number punched into the platform steel structure in one of three possible locations (see attached
Photos 1,2,3). If the serial number has any of the highlighted sequences, it is part of this Hazard Advisory Notice.

Serial # Range
0882 2568 XXX
0882 2390 XXX
0882 2815 XXX
0882 '3094 XXX
0882 '3276 XXX
0082 3733 XXX
0982 3735 XXX
0082 3984 XXX
0082 8885 XXX
0082 4137 XXX
XX82 4588 XXX
1082 5611 XXX

Immediate Action Required:

Klimer urges owners of affected platforms to inspect all platforms and record serial numbers. Any platform modules with
serial numbers from the above manufacturing batches must be taken out of service until inspected using non-destructive
testing methods including visual and magnetic particle inspection. Any defects found should be repaired consistent with the
requirements of Canadian Standards Association (CSA) - CSA W47.1:19: Certification of Companies for Fusion Welding of Steel,
or American National Standards Institute (ANSI) - AWS D1.1: Structural Welding Code prior to putting platforms back into
service. This notice does not require the return of the product to Klimer. It requires the inspection and repair if a repair is
required.
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Cost Reimbursement:

Klimer will offer a $300.00 reimbursement per platform that is from one of these serial number sequences. To be eligible for
the reimbursement documentation confirming inspection and repair if warranted is required. Please contact Simon Hickson,
General Manager at 1-888-526-3262, ext. 224 or shickson@klimer.com with any questions, or for recommended inspection
procedures and documentation requirements.

Safe Use and Best Practices
Itisimperative that all platform modules are inspected consistent with the requirements and intervals described in the American
National Standards Institute, ANSI A92.9 — Mast Climbing Work Platforms or Canadian Standard Association, CSA 354.10-17 —
Safe Use and Best Practices for Mast Climbing Work Platforms (MCWPs), these standards for mast climbing work platforms
include the following:
1. Completion of Pre-use inspection/safety check.
2. Frequent inspections — after each new installation and prior to use, and each 3 months following the installation.
3. Annual inspection — to be completed once every 12 months, includes visual inspection of all critical welds. (see figure
1).
4. 10 Year Non-Destructive Testing shall be done on critical weld connections using visual inspection and magnetic particle
testing methods.

Figure 1: Critical Weld Connections
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Serial Number Location

The serial numbers are stamped or punched into the steel structure. The serial number may be located in one of several
locations. The Below are diagrams showing the potential locations of the serials numbers.
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